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Importance of chromophore environment on the
near-infrared absorption of polymeric waveguides

Anne-Claire Le Duff, Vincent Ricci, Tomas Pliska, Michael Canva, George I. Stegeman,
K. Pong Chan, and Robert Twieg

The near-infrared absorption of two chromophore functionalized polymers and combinations of seventeen
different guest chromophores in seven different organic polymer matrices were investigated to assess the
effect of chromophore structure and environment on absorption. The near-infrared absorption losses
were found to be dramatically larger by as much as 2–3 orders of magnitude in polymer matrices than
in solution. Furthermore, the absorption of the long-wavelength tail appears to be related to the glass
transition temperature of the polymer matrix that contains the chromophore. These results are inter-
preted in terms of inhomogeneous broadening. © 2000 Optical Society of America

OCIS codes: 160.4330, 160.5470, 130.3130, 300.1030, 300.6170, 310.3840.
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1. Introduction

Polymer waveguides have proved to be successful in
quite a number of areas of photonics, most notably as
passive polymer fibers.1,2 Chromophore-doped sys-
tems have also been investigated for many years and
are now reaching application levels.3 To take best
advantage of the high nonlinearity of organic chro-
mophores, the trade-off between the nonlinear optical
coefficient and absorption has been extensively stud-
ied. However, this has almost invariably been done
only in isotropic liquid solution by taking into account
the position of the absorption maximum lmax and its
absorption cross section.4 Only a few investigations
have taken any account of the role of the width of the
absorption band. Here we demonstrate the influ-
ence of the chromophore structure and its environ-
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ment on the magnitude of the infrared tail of the
absorption band. Some intriguing and important
trends are revealed. These results are of primary
importance for the optimization of polymeric materi-
als for integrated-optics components that are used
either in electro-optic or cascaded all-optical devices
at near-infrared wavelengths ~750–900 nm! or in the
infrared telecommunication windows ~1550 and 1300
nm!.5 Here, we choose to describe the results as a
function of wavelength, in accordance with our appli-
cations oriented approach.

Previously published data6 showed that the wave-
ength dispersion of the absorption in the side-chain
olymer ~SCP! DANS, measured either by thin-film
ransmission in the visible or waveguide loss in the
ear infrared, could fit well with a Voigt profile ~in-
omogeneously broadened absorption model! as
hown in Fig. 1. This clearly suggests that one can
xtrapolate the straight-line behavior observed on
emilog plots toward longer wavelengths and far be-
ond what can be classically measured with thin-film
ransmission measurements. The slope of this line
s defined as

slope 5
d$log@a~l!#%

dl
,

where a~l! is the absorption coefficient of the sample
~chromophore in solution or polymer matrix! and the
slope is expressed in reciprocal nanometers.
20 February 2000 y Vol. 39, No. 6 y APPLIED OPTICS 947
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2. Materials and Characterization

Our studies have utilized chromophores both co-
valently bound as side groups to polymers and also as
guest molecules dissolved in a polymer matrix. The
covalently bound SCP systems studied are DANS
SCP 1 and DR1 SCP 2 that were obtained from Akzo-
Nobel and IBM, respectively. These two polymers
contain the best known and most widely examined
electro-optic chromophores 4-dimethylamino-49-
nitrostilbene ~DANS 3! and 4-~N-ethyl-N-2-
hydroxyethyl!-49-nitroazobenzene ~DR1 4!.7,8 These
wo chromophores are attached as side groups in
olymers 1 and 2 that served as prototype materials
or our studies of the near-infrared absorption of var-
ous polymers. Their absorption peaks are at 430
nd 480 nm, respectively, and Fig. 2 shows their
bsorption spectra plotted on both a semilog and on a
inear scale ~inset! as measured in transmission with

spectrophotometer. The main absorption band of
ANS SCP 1 is clearly blueshifted relative to DR1
CP 2. Although the short absorption lengths of the
–2-mm-thick polymer films do not permit the mea-
urement of small absorption coefficients, a close in-
pection of their spectra, in particular on the semilog
cale, clearly indicates that DR1 SCP 2 is more trans-
arent in the near infrared than DANS SCP. Note
hat this behavior could not be observed on the linear
cale, where the two absorption curves appear to be
uperimposed in this region.
We note that data on the infrared absorption tail

btained from DANS SCP samples of different thick-
ess ~0.2–1.7 mm! also revealed an unexpected sam-
le thickness dependence. Therefore, the protocol
mployed in this study involves the use of approxi-
ately 2-mm-thick films for all materials and mea-

urements ~transmission and propagation!. All the
ata reported in this study were obtained for chemi-
ally stable materials whose absorption properties
id not evolve with time ~on a several month time

Fig. 1. DANS SCP 1 absorption spectrum derived from thin-film
transmission in the visible and waveguide propagation losses in
the infrared, fitted to a Voigt profile.6 Note that in this represen-
ation the linear behavior of the near-infrared tail of the absorption
s valid over a spectral range of several hundreds of nanometers
nd several orders of magnitude in absorption values.
48 APPLIED OPTICS y Vol. 39, No. 6 y 20 February 2000
cale, stored in the dark at room temperature and in
mbient atmosphere!. The sample thickness depen-
ent absorption is currently under independent study
nd will be reported in more detail at a future time.
As is shown in Fig. 2, the extrapolations of the
ANS SCP 1 and DR1 SCP 2 absorption to 775 nm

chosen because this is the harmonic wavelength in
ascaded processes at 1.55 mm! yield approximately
.5 and 0.01 cm21, respectively ~1 cm21 5 4.34 dB

cm21!, a difference of more than 2 orders of magni-
tude. However, extrapolations that predict absorp-
tion values smaller than 0.1 cm21 are meaningless in

aveguides because the propagation losses are typi-
ally limited by other factors such as waveguide qual-
ty. However, these extrapolations are still useful
or comparing materials and structures. In agree-
ent with our extrapolated values, propagation

osses in DANS SCP waveguides of approximately 2.5
m21 have been experimentally determined. In con-
rast, for DR1 SCP waveguides attenuation was
ound to be of the order of 0.2 cm21 ~1 dB cm21!,
imited mainly by interfacial scattering losses rather
han by absorption. As is discussed below, we fur-
her investigated the validity of this extrapolation for
ome other chromophores.
Because of this strong indication that azobenzene

hromophores as found in DR1 SCP appear to have a
ore attractive loss roll-off in the near infrared, we

nitiated a systematic study of the importance of the
pecific chromophore structure and its environment
n the near-infrared tail absorption. The structures
f the chromophores employed in this study are
hown in Fig. 3. Fourteen azobenzene chro-
ophores ~5–18! with different donor and acceptor

roups were employed in this study.9 The azoben-
zene chromophores have a range of acceptor struc-
ture features: 5–11 have a nitrogroup as a primary

Fig. 2. Absorption spectra of 2-mm-thick DANS SCP 1 and DR1
SCP 2 films, plotted on both a linear ~inset! and a log scale. The
weight concentration of active DANS and DR1 chromophore con-
tent is 43% and 24% of all the polymers, respectively. The
straight lines are extrapolations of the absorption curves in the
near-infrared region. Propagation loss measurements taken with
2-mm-thick planar waveguides at 780 nm are also plotted. A
0.5-mm-thick DANS SCP 1 sample was used to avoid saturation of
the absorption coefficient in the linear representation.
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acceptor, 12–16 have a cyanogroup as a primary ac-
ceptor, and 17 and 18 have both nitroacceptor and
cyanoacceptor groups. These azobenzenes also have
a range of donor structure features: all the azoben-
zenes have aliphatic or cycloaliphatic amine donor
substituents except for 10, 15, 16, and 18, which have
arylamine donors, and 11, which has alkoxy donors.
One can readily see a number of relationships among
the structures: 5, 9, 10, and 11 differ only in the
donor with the nitrogroup as the sole common accep-
tor; 6, 7, and 8 differ only by the location of the
trifluoromethyl substituent, whereas the pairs 5 and
10, 13 and 16, 14 and 15 and, finally, 17 and 18, differ
only by aliphatic versus aromatic amine donor sub-
stituents. The diethylamino analog 19 of the stil-
bene DANS as well as a tolan ~diphenylacetylene!
analog 20 are also included in the study.

The absorption spectra of all the dyes were mea-
sured both in solution with ethyl acetate as the sol-
vent and also in a guest–host system with
poly~methyl methacrylate! ~PMMA! A as the matrix.
The structures of the host polymers used in this study
are shown in Fig. 4. The doped polymer solutions
~for the thin films! were prepared with
s-tetrachloroethane as the solvent. The typical con-
centration of the dye in the polymer matrix was ap-
proximately 4% by weight. As is shown in Fig. 5 and
listed in Table 1, a dramatic difference was observed
in the near-infrared tail of the absorption, although
the absorption peak in the visible was only slightly
shifted and broadened. The slope with which the
absorption decreases toward longer wavelengths on a

Fig. 3. Chemical structures of the guest chromophores used in
this study.
semilog scale was notably smaller in the solid matrix
than in the solution. Altogether, the extrapolated
absorption losses at 775 nm were 2–4 orders of mag-
nitude larger in the solid compared with the liquid.
Specifically, their values are shifted from approxi-
mately 1024–1021 cm21 in the solvent to approxi-

ately 1021–102 cm21 in the polymer matrix,
normalized to the same weight concentration of chro-

Fig. 4. Chemical structures of the host polymers used in this
study.

Fig. 5. Effect of environment on the near-infrared absorption tail
for a variety of chromophores. ~a! Comparison of the absorption
coefficient extrapolated to 775 nm in solution ~solvent, ethyl ace-
ate! and a polymer matrix ~PMMA!. All the data are normalized
o a 10-wt. % concentration. ~b! Correlation between the slope in
he absorption tail in ethyl acetate and in PMMA.
20 February 2000 y Vol. 39, No. 6 y APPLIED OPTICS 949
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Table 1. Spectral Position of the Absorption Peak and the Slope in the Near-Infrared Tail of the Absorption Spectrum and Extrapolated Absorption
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mophores @Fig. 5~a!#. Such values in the solid are no
onger negligible compared to typical waveguide
ropagation losses that are due to fabrication. Fur-
hermore, one can observe a strong correlation be-
ween the slopes when the absorption spectrum is
easured in solvent and in PMMA @Fig. 5~b!#. This

orrelation suggests that a first evaluation of the per-
ormance of a new chromophore in a solvent is still a
seful diagnostic for comparing the relative merits of
ifferent chromophores.
The predictions of the straight-line extrapolation of

he absorption toward the near infrared was checked
y planar waveguide propagation loss measurements
n the SCP’s, DANS SCP 1 and DR1 SCP 2, as well as
ome guest–host systems including the azobenzenes
and 13, stilbene 19, and tolan 20 ~all in PMMA A!.
etween 2- and 3-mm-thick films were spin coated
nto oxidized silicon wafers and cleaved to facilitate
nd-fire excitation of guided waves. The measure-
ents were performed with a 780-nm diode laser.
he light scattered by waveguide imperfections nor-
al to the waveguide was imaged on a CCD camera.
he scattered streak exhibits an exponential decay
ith propagation distance that is due to both scatter-

ng and absorptive losses in the waveguide. Such
easurements show that the slope extrapolation is

alid as long as the decay coefficient exceeds approx-
mately 0.2 cm21 ~1 dB cm21!, values below which the

at 775 nm in T

Reference
Chromophore

D

lmax ~nm!

1 DANS SCP ~43 wt. %! 430
2 DR1-SCP ~24 wt. %! 469
3 DANS 427y427
4 DR1 480y488
5 486y496
6 510y516
7 486y496
8 463y474
9 495y506
10 472y482
11 400y402
12 450y458
13 490y496
14 508y518
15 497y506
16 482y482
17 531y536
18 517y528
19 NAy448
20 NAy424
Average effect on azo

dyes
18 ~63! nm

aThe extrapolations are correlated with waveguide propagatio
rovided. All the other data refer to guest–host systems. The va
nvironment is also reported ~shift in the position of lmax, ratio o

average difference in the extrapolated values of the absorption at 7
and tolan guest dyes. NA, not available.
50 APPLIED OPTICS y Vol. 39, No. 6 y 20 February 2000
cattering propagation losses become dominant.
ome of the materials were analyzed in this way,
ielding propagation losses ranging from approxi-
ately 1 dBycm to several decibels per centimeter, in

easonable agreement with extrapolations of the
olid-state absorption data, but well above the values
btained from the solution absorption data. The de-
ay coefficients that we obtained along with their
elated absorption spectra are sketched in Fig. 2 for
he SCP systems, DANS SCP 1 and DR1 SCP 2, and
n Fig. 6 for some of the guest–host systems. Excel-
ent agreement was obtained for chromophores 5 and
9. The extrapolated value of the absorption for dye
0 at 775 nm does not match the loss propagation
easurement. It is a typical case for which the loss
easurement is dominated by waveguide quality and
ot by material absorption. The same limitation oc-
urs for the DR1 SCP 2 and to some extent for chro-
ophore 13. But in all cases, the absorption

oefficients of the chromophores in PMMA ~a glassy
olymeric ester! are much larger than the absorption
oefficients of the same chromophores in ethyl ace-
ate ~a liquid ester!.

Such a dramatic impact of the chromophore envi-
onment on the near-infrared absorption behavior
timulated a subsequent study of the influence of
ifferent organic polymer matrices. Therefore,
ome of the previous chromophores ~namely, 4, 5, and

nvironmentsa

btained in Ethyl Acetate and PMMA

rption Slope
023 nm21!

Absorption Extrapolated
at 775 nm ~cm21!

~Planar Loss whenever Measured!

16 2.7 ~2.6!
21 0.01 ~0.2!

34yN.A. 3 3 1026y0.5
33y20 4 3 1027y0.5
31y21 8 3 1024y0.3 ~,0.5!
32y18 5 3 1023y3.5
34y18 2 3 1024y1.5
25y19 5 3 1023y0.3
32y18 2 3 1023y3.4
27y16 2 3 1023y2.1
23y10 3 3 1023y6.5
28y25 5 3 1024y4 3 1023

36y22 6 3 1025y0.1 ~,0.5!
30y16 8 3 1023y13.8
25y11 5 3 1022y67
28y17 3 3 1023y1.1
35y19 2 3 1023y6.6
27y15 8 3 1022y18.5
Ay14 NAy1.1 ~1.2!
Ay17 NAy0.05 ~0.7!
~log scale! 3103

ses whenever measured. The results for two SCP systems are
are for a 10-wt. % chromophore loading. The average effect of the
slopes as measured in the solvent and in PMMA, along with the
m in both cases!. The last three rows list the results for stilbene
wo E

ata O

Abso
~21

N
N

1.7

n los
lues
f the
75 n
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Table 2. Glass Transition Temperatures of the Various Polymer Host

S

13! were incorporated, still as guest–host systems, in
as many as seven different polymer matrices @name-
ly, PMMA A, poly~butyl methacrylate! ~PBMA! B,
polystyrene ~PS! C, BPA-polycarbonate Lexan D,
BPA-Polyethersulfone ~PES! E, Polyetherimide Ul-
tem F, and the phthalazinone-polyethersulfone ~P-
PES! G!.10 Figure 7 shows the absorption spectra of
chromophore 5 in these matrices. The absorption
coefficients are normalized to a 10-wt. % concentra-
tion of the chromophore in the polymer matrix. We
observed a strong influence on the chromophore ab-
sorption that is due to the polymer environment.
The values of the slope differ from one matrix to
another, ranging from 214 3 1023 nm21 in PES E to
221 3 1023 nm21 in PMMA A. These different val-
ues of the slope result in large differences in the

Fig. 6. Absorption spectra in ethyl acetate and propagation loss
in a PMMA matrix of the chromophores 5, 13, 19, and 20. All the
data are normalized to a 10-wt. % concentration. The extrapo-
lated values and the propagation measurements at 775 nm are in
good agreement with the chromophores 5 and 19.

Fig. 7. Absorption spectra of chromophore 5 in different organic
polymer matrices and in ethyl acetate solution along with the
straight-line extrapolation toward the infrared. Note the differ-
ent slopes of these extrapolations and the different values they
suggest for the absorption in the near infrared, for example, at 775
nm.
extrapolated values of the absorption coefficient at
775 nm. For example, there is a difference of 2 or-
ders of magnitude between the predicted absorption
coefficient of 5 in PS C ~0.2 cm21! and the predicted
absorption coefficient in PES E ~10.2 cm21!.

One can relate the previous results to a specific
acroscopic parameter characteristic of the different
atrices. The glass transition temperature Tg of

this series of matrices varied from 15 to 300 °C as
reported in Table 2, which values correspond to neat
polymers ~the relatively small chromophore loading
should not significantly affect these values!. If we
exclude the result for the PBMA polymer B ~Tg 5
5 °C!, a surprising correlation was found when this
lope, or the extrapolated absorption at 775 nm, was
lotted versus the Tg of the solid matrices, as shown

in Fig. 8. An approximately linear behavior is evi-
dent. The low-Tg result ~PBMA! does not follow this
linear behavior because that absorption measure-
ment was performed at room temperature ~i.e.,
lightly above the Tg of this polymer!. Additional
xperiments are currently being carried out to gain
etter characterization and understanding of this ap-
arent relationship between loss and Tg.

3. Discussion

We interpret these data in terms of a matrix-
dependent inhomogeneous spectral broadening of the
absorption spectrum that is due to the different in-
teractions that occur between the organic chro-
mophores and the different matrix environments.
The higher the Tg, the more rigid the matrix and the
arger the range of different interactions or confor-

ations imposed by the environment onto the chro-
ophore. In a similar manner, it can be observed

hat the larger the acceptor or donor groups, the
arger the impact on the inhomogeneous broadening.
or example, in Table 1 one can see that chro-
ophores with a diphenyl donor group ~as in 15, 16,

nd 18! exhibit smaller slopes than chromophores
ith a dialkyl donor group ~13, 14, and 17, respec-

ively!.
This behavior clearly identifies a new trade-off that
ust be taken into account for photonic devices.
urrently there is a research thrust to increase the

Matrices

Polymer Tg ~°C!

Phthalazinone PES 303
Ultem ~PEI! 210
PES 185
Lexan ~PC! 150
DANS SCP 142
DR1 SCP 130
PMMA 100
PS 98
PBMA 15

aValues are given for undoped host polymers and for the two
CP’s that we investigated.
20 February 2000 y Vol. 39, No. 6 y APPLIED OPTICS 951
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Tg of the polymer matrix to decrease the chro-
mophore’s polar orientational mobility and thus in-
crease the long-term stability of the nonlinear
coefficient.11,12 However, as shown here, this could
ead to a simultaneous increase in the absorption
osses. This effect poses a new challenge, namely, to
evelop new polymer matrices, organic or hybrid,
hat would induce as little as possible inhomogeneous
pectral broadening of the main absorption band.
he results given here show that a reduction of more

han an order of magnitude in absorption losses can
e achieved by fine tuning the chromophore environ-
ent. Therefore, within a family of chromophores,

t should be possible to use chromophores with the
argest nonlinearities whose lmax is typically red-

shifted by finding complementary polymeric environ-
ments to reduce the absorptive losses. Thus the
nonlinearity loss trade-off could conceivably be in-
creased by as much as an order of magnitude.
52 APPLIED OPTICS y Vol. 39, No. 6 y 20 February 2000
4. Conclusion

The long-wavelength, near-infrared tail of the ab-
sorption spectrum of electro-optic chromophores ap-
pears to be extremely sensitive to the specific
environment in the polymer matrix. In contrast to
the slight change in intensity and width of the main
absorption bands that are observed in the visible
when changing from solution to solid, a dramatic dif-
ference in the absorption intensity has been found in
the near-infrared spectral region. A correlation to
the Tg of the host polymer has been observed ~al-
hough other influences could be operating as well!.
hese results are important in view of optimizing
oped polymers for applications in waveguided optics
y use of red or near-infrared wavelengths. Fur-
hermore, finding effective means of reducing such
nnecessary absorption also affects the material life-
ime associated with photodegradation.13,14 This re-
earch suggests that further characterization and
nalysis needs to be pursued to optimize the nonlin-
arity loss trade-off. Also, the impact of grafting the
hromophore into side-chain polymer systems should
e quantified. We expect such effort to lead to better
oped-polymer materials.
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